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   Sheeting Production Specifications 

 

 

Marquip eCon - 4 roll stands - 65” Wide x 82” Long 

Strachan Henshaw 1400 - 4 roll stands – 56” Wide x 60” Long 

Strachan Henshaw 1100 - 5 roll stands – 42” Wide x 46” Long 

Strachan Henshaw 1400 - 4 roll stands – 56” Wide x 60” Long 

Hamblet - 10 roll stands – 54” Wide x 77.5” Long 

 

• Capability to sheet 3 sheets across the web 

• Roll widths range from 15.75 wide to 65” wide 

• Sheeting lengths up to 82” 

• 3, 4, 5, 6, 8 and 12” cores 

• Stock weights from 27# news to 40pt board 

• Speeds up to 1000 ft per minute 

• Customer accessible live production data 

• Production reporting with genealogy, waste and sheet tracking 

• All scrap is responsibly recycled 

• Skids are press ready, pallet topped, corner protected, steel strapped and moisture 

wrapped 

• Heat treated skids available 

• 9 Rail car siding – BNSF spot 1354 
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 Rewinding Production Specifications 

 

 

Cameron 428 – Maximum roll width 72” – Maximum input roll diameter 80” 

Cameron 458 – Maximum roll width 96” – Maximum input roll diameter 60” 

Cameron 18 – Maximum roll width 116” – Maximum input roll diameter 60” 

Cameron 458 - Maximum roll width 100” – Maximum input roll diameter 72” 

Black Clawson - Maximum roll width 104” – Maximum input roll diameter 60” 

Cameron 428 - Maximum roll width 72” – Maximum input roll diameter 50” 

Cameron 10 - Maximum roll width 72” – Maximum input roll diameter 76” 

Cameron MT 24 - Maximum roll width 130” – Maximum input roll diameter 60” 

 

• Slit width from .5 to 130” 

• Input roll width 9” to 130” 

• Input diameter up to 80”  

• Output diameter up to 72” 

• 3, 4, 5, 6, 10 and 12” cores 

• Stock weights from 20# offset to 40pt board 

• Production reporting with genealogy, waste and sheet tracking  

• All scrap is responsibly recycled  

• 9 Rail car siding – BNSF spot 1354  
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   Trimmer Production Specifications 

 

 

Polar 145ET – Sheet width 58” – Sheet length (Cutoff) 59” 

Lawson Pacemaker II – Sheet width 87” – Sheet length (Cutoff) 101” 

 

• Maximum width 87” 

• Maximum length (Cutoff) 101” 

• Stock weights from 20# offset to 40pt board 

• Production reporting with genealogy, waste and sheet tracking  

• All scrap is responsibly recycled  

• Skids are press ready, pallet topped, corner protected, steel strapped and moisture 

wrapped 

• Heat treated skids available 

 

 

 
 
 
 
 
 
 
 
 
 
 
 


